system nic-metrics
Retrieves receive and transmit statistics per network interface on the local server.
Command properties
	Property
	Description

	Command type
	Driver query

	Required permission
	Cluster administrator

	License usage
	Not counted

	Parallel execution
	Not supported

	Distributed execution
	Not supported


Syntax
system nic-metrics
Output fields
	Field
	Type
	Description

	name
	string
	Network interface name (e.g., eth0, lo)

	rx_bytes
	long
	Total data received (bytes)

	rx_pkts
	long
	Total packets received

	rx_errors
	long
	Total receive errors

	rx_dropped
	long
	Total packets dropped during receive

	rx_overruns
	long
	Total receive FIFO overruns

	rx_frame
	long
	Total receive frame errors

	tx_bytes
	long
	Total data transmitted (bytes)

	tx_pkts
	long
	Total packets transmitted

	tx_errors
	long
	Total transmit errors

	tx_dropped
	long
	Total packets dropped during transmit

	tx_overruns
	long
	Total transmit FIFO overruns

	tx_carrier
	long
	Total transmit carrier errors

	tx_collisions
	long
	Total transmit collisions


Error codes
Parsing errors
	Error code
	Message
	Description

	10000
	no-read-permission
	The user does not have cluster administrator permission


Runtime errors
N/A
Description
The system nic-metrics command retrieves per-interface network statistics for the local server. It reads statistics from the /proc/net/dev file and therefore operates only on Linux environments.
Receive (rx_*) and transmit (tx_*) metrics for each interface can be used to monitor for network errors, packet loss, collisions, and other anomalies.
Cluster administrator permission is required to run this command.
Examples
Retrieve all network interface statistics
system nic-metrics
Retrieves statistics for all network interfaces on the local server.
Retrieve interfaces with receive errors
system nic-metrics
   | search rx_errors > 0 or rx_dropped > 0
   | fields name, rx_errors, rx_dropped, rx_overruns
Filters and retrieves only interfaces that have receive errors or packet drops.
Retrieve receive and transmit volume per interface
system nic-metrics
   | eval rx_mb = round(rx_bytes / 1048576, 2)
   | eval tx_mb = round(tx_bytes / 1048576, 2)
   | fields name, rx_mb, tx_mb
Converts receive and transmit data sizes to MB for each interface.
