Update Node Pair
Updates the configuration of the specified node pair.
Required Permissions
Requires the ADMIN role or higher.
HTTP Request
PUT /api/sonar/node-pairs/:guid
cURL Example
curl -H "Authorization: Bearer <API_KEY>" \
     -d type="control" \
     -d name="primary-control" \
     -d nid="control-a" \
     -d host="192.0.2.10" \
     -d port=8443 \
     -d user="admin" \
     -d password="changeme" \
     -X PUT \
     https://HOSTNAME/api/sonar/node-pairs/a1b2c3d4-e5f6-7890-abcd-ef1234567890
Request Parameters
Path Parameters
	Key
	Type
	Description
	Notes

	guid
	String
	Node pair GUID
	36 characters


Request Body Parameters
	Key
	Required
	Type
	Description
	Notes

	type
	Yes
	String
	Node type
	control or data

	name
	Yes
	String
	Node pair name
	 

	description
	No
	String
	Node pair description
	 

	vip_host
	No
	String
	Virtual IP address
	 

	vip_port
	No
	32-bit integer
	Virtual IP web port
	 

	nid
	Yes
	String
	Node A identifier
	 

	host
	Yes
	String
	Node A host address
	 

	port
	Yes
	32-bit integer
	Node A web port
	 

	user
	Yes
	String
	Node A login account
	 

	password
	No
	String
	Node A login password
	Existing value is kept when omitted

	secure
	No
	Boolean
	Whether node A uses HTTPS
	Default: false

	check_cert
	No
	Boolean
	Whether node A verifies the certificate
	Default: true

	connect_timeout
	No
	32-bit integer
	Node A connect timeout
	Milliseconds, default: 10000

	read_timeout
	No
	32-bit integer
	Node A read timeout
	Milliseconds, default: 10000

	nid2
	No
	String
	Node B identifier
	Removes the standby node when omitted

	host2
	No
	String
	Node B host address
	Required when nid2 is specified

	port2
	Yes
	32-bit integer
	Node B web port
	Required when nid2 is specified

	user2
	No
	String
	Node B login account
	Required when nid2 is specified

	password2
	No
	String
	Node B login password
	Existing value is kept when omitted

	secure2
	No
	Boolean
	Whether node B uses HTTPS
	Inherits from node A

	check_cert2
	No
	Boolean
	Whether node B verifies the certificate
	Inherits from node A

	connect_timeout2
	No
	32-bit integer
	Node B connect timeout
	Inherits from node A

	read_timeout2
	No
	32-bit integer
	Node B read timeout
	Inherits from node A


Success Response
{}
Error Responses
Required parameter is missing
HTTP status code 400
{
  "error_code": "null-argument",
  "error_msg": "guid should be not null"
}
Node pair identifier is not in GUID format
HTTP status code 400
{
  "error_code": "invalid-param-type",
  "error_msg": "guid should be guid type."
}
Node pair does not exist
HTTP status code 500
{
  "error_code": "illegal-state",
  "error_msg": "node pair not found: a1b2c3d4-e5f6-7890-abcd-ef1234567890"
}
Another node pair with the same name exists
HTTP status code 500
{
  "error_code": "illegal-state",
  "error_msg": "duplicated node pair name: primary-control"
}
Permission denied
HTTP status code 500
{
  "error_code": "illegal-state",
  "error_msg": "no-permission"
}
